
Philips Advance HID Ballast Replacement Kits  11

Input Circuit Catalog Overall Case Mtg. Total
Watts ANSI Volts Type Number Length Length Dim. Weight (lbs)

Metal Halide
35/39 M130 120/277 HX-HPF 72C5081NP 11.75 10.5 11.13 9.0
50 M110/M148 120/277 HX-HPF 72C5181NP001 11.75 10.5 11.13 9.0
70 M85 120/277 HX-HPF 72C5280NP001 11.75 10.5 11.13 8.5
70 M98/M143 120/277 HX-HPF 72C5281NP900* 11.75 10.5 11.13 8.5
70 M98/M143 120/277 HX-HPF 72C5282NP001 11.75 10.5 11.13 8.5

100 M90/M140 120/277 HX-HPF 72C5381NP001 11.75 10.5 11.13 11.0
100 M90/M140 120/277 HX-HPF 72C5381NP900* 11.75 10.5 11.13 11.0
150 M81 120/277 HX-HPF 72C5481NP 14.3 13.13 13.75 13.0
150 M102/M142 120/277 HX-HPF 72C5482NP 14.3 13.13 13.75 13.0
150 M102/M142 120/277 HX-HPF 72C5482NP900* 14.3 13.13 13.75 13.0
175 M57 120/277 CWA 72C5581NP001 11.75 10.5 11.13 12.0
175 M137/M152 120/277 SCWA 72C5582NP 14.3 13.13 13.75 15.5
250 M58 120/277 CWA 72C5782NP001 16.7 15.5 16.13 16.0
250 M138/M153 120/277 SCWA 72C5783NP 16.7 15.5 16.13 18.0
320 M132/M154 120/277 SCWA 72C5882NP 19.2 18 18.63 21.0
350 M131 120/277 SCWA 72C5983NP 19.2 18 18.63 24.0
400 M59 120/277 CWA 72C6082NP001 19.2 18 18.63 22.5
400 M135/M155 120/277 SCWA 72C6182NP 19.2 18 18.63 24.0

High Pressure Sodium
50 S68 120/277 HX-HPF 72C7884NP001 11.75 10.5 11.13 11.0
70 S62 120/277 HX-HPF 72C7984NP001 11.75 10.5 11.13 10.0

100 S54 120/277 HX-HPF 72C8084NP001 11.75 10.5 11.13 11.0
150 S55 120/277 HX-HPF 72C8185NP 14.3 13.13 13.75 14.0

* Includes Xtenza Long-Range ignitor for 50ft max. ballast to lamp distance

Dual-Volt F-Can Ballasts (72C Series)
Philips Advance Protected Dual-Volt F-Can ballasts bring maximum versatility and a wealth of features to HID 

lighting applications. One ballast can be used with either 120-volt or 277-volt inputs, today’s most common voltages

for commercial lighting. And the popular F-Can configuration provides easy mounting for a variety of applications.

When used with 277-volt systems,

120-volt tap permits addition of 

incandescent standby lighting.

Baked black enamel finish

Integral anchor tabs are designed to

secure optional wiring compartment.

Core and coil completely 

potted for quiet operation.

Automatic resetting thermal 

protection for both voltage taps.
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PKG-625 
Mounting Bracket Kit

Includes (2) mounting brackets and (4) #10-32 
screws with nuts and washers.

PC-857
Wiring Compartment
For end mounting, includes

(5) M” dia. knockouts. May be used 
with or without PC-625 Mounting Bracket Kit
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Wiring Diagram 
All lead lengths 12”
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