C6IR75BBBBKPND36

Type Job. Ref.

Peachtree

fLIGHTING

C6IR

6” Incandescent/Halogen
Cylinder with 5”7 Apeture

75 Watt Max Par30 f"\\
]

Replacement for # PC-6075
PRODUCT SPECIFICATION DATA

MECHANICAL
Powder coated, extruded .063 aluminum cylnder

Extruded aluminum socket housing allows for |ncandescent/Ha|ogen

~ maximum cooling
Reflector flange is same color as reflector as standard

ELECTRICAL T

Porcelain socket with nickel plated screw shell. SURFACE MOUNT——
OPTICAL
45° cutoff to source
LED USAGE
Fixture has been tested and listed to 75 watt max Par 30 14.00
incandescent with a medium base socket. No testing has SOCKET—— |
been performed or approved for use with LED lamps. HOUSING— |
L|ST|NGS REFLECTOR\
ETL tested and listed to ANSI/UL1598 and TRIMRNG— |
CAN/CSA C22.2 No. 250.0-08 N\

Suitable for damp location / covered ceilings
For full wet location select -WL option

S PENDANT ﬂ%
0

Lamps Provided by Others
1 Year limited warranty. )

WALL MOUNT

Dimensions and specifications in ths literature are subject to change.

LAMPING ~ REFLECTOR REFLECTOR OPTIONS FORLE e MOUNTING OPTIONS
C6IR -75
6” -75 75 watt max -SH Soft Haze -RC  Reg. Clear Temp. Glass Lens -WH Matte White  -SUR Surface -F  Fusing
Halogen/ -W Matte White* -RCA Reg. Clear Acrylic Lens -BK Matte Black  -WAL Wall . -WL Wet Locat.ion
T — -B  Matte Black* -RPG Reg. Prismatic Temp. Glass Lens -AN  Natural -PND Pendant 36 (must specify lens)
- -RPA Reg. Prismatic Acrylic Lens -BZ  Bronze -CAB-C-10  Cable w/ straight
Cylinder *Powder Coat Finish ~ -BB ~ Black Baffle -RAL # cord. Adj. to 10’
-WB White Baffle -CAB-CC-1-4  Cable w/ coil cord
-TRW Trim Ring White Adj. 1'to 4
-TRB Trim Ring Black -CAB-CC-4-12 Cable w/coil cord
Adj. 4't0 12’
Regressed splays match cylinder color -AYK Yoke Mount ___ "
-PND-TRIM60 Field Trimmable
Pendant Max 60"
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6%06&"66 6" Incarﬁ:l:egc!rﬁ-lalogen

CLIGHTING Cylinder with 5” Apeture

CONE OF LIGHT COEFFICIENT OF
C6IR Initial Nadir CANDLEPOWER DISTRIBUTION CURVE UTILIZATION
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