
50

QUICKTRONIC® CF – DEDICATED VOLTAGE
<10% THD Electronic T4 Compact Fluorescent Systems

Professional Series
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Dimensions: Packaging: Wiring:
Weight: 0.40 lbs ea. Quantity: 20 pieces for -BS, -TS Push-in connectors
Overall: 4.95” L x 2.37” W x 1.10” H 16 pieces for -QS only (no leads provided)
Mounting: Utilize flanges (4.57” L) Use 18AWG solid copper wire only

or Quick Mount 

Lamp/Ballast Guide

Key System Features

■ Dedicated Voltage

■ PROStart™ Ballasts

■ QUICKSENSE® Ballast
Technology

■ High Power Factor

■ Low Harmonic Distortion

■ Small size and lightweight

■ Plastic enclosure

■ Three mounting styles

■ UL, CSA, FCC

■ QUICK 60+® warranty

SYLVANIA
QUICKTRONIC CF
is ideally suited for:

■ Recessed Downlights

■ Wall Sconces

■ Ceiling Fixtures

■ Commercial

■ Retail

■ Hospitality

■ Institutional

Application Information

13W T4 – DULUX® D/E, T/E
1-lamp QTP 1x13CF/120

QTP 1x13CF/277
2-lamp QTP 2x13CF/120

QTP 2x13CF/277

18W T4 – DULUX D/E, T/E
1-lamp QTP 1x18CF/120

QTP 1x18CF/277
2-lamp QTP 2x18CF/120

QTP 2x18CF/277

26W T4 – DULUX D/E, T/E
1-lamp QTP 1x26CF/120

QTP 1x26CF/277
2-lamp QTP 2x26CF/120

QTP 2x26CF/277

32 or 42W T4 – DULUX T/E
1-lamp QTP 1x32CF/120

QTP 1x32CF/277
QTP 1x42CF/120
QTP 1x42CF/277

Plastic Enclosure Styles (S)

Wiring Diagrams Plastic “S” Case

BS = Bottom Mount for recessed

downlight fixtures

QS = Quick Mount for recessed

downlight fixtures

TS = Top Mount for ceiling and

wall sconce installation

QTP2X13CF120QS

clyman
Highlight
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Starting Method: Programmed
Rapid-Start

Circuit Type: Series
Lamp Frequency: > 40KHz
Lamp CCF: Less than 1.7
Starting Temp.: –5°F/–20°C min.3

Input Frequency: 60 Hz
Low THD: < 10%
Power Factor: > 98%
Voltage Range: +/–10% of 

rated input

UL Listed Class P, Type 1 Outdoor
CSA or C/UL Certified
70°C Max Case Temp.
FCC 47CFR Part 18 Non-Consumer
Sound Rated A
ANSI C62.41 Cat. A Transient Protection
Dynamic End-of-Lamp-Life Sensing
Remote Mounting Capability4

1 See the SYLVANIA QUICKTRONIC Electronic 
Ballast Technology & Specification Guide 
(ECS-ELECTRONIC) for additional information.

2 See wiring diagrams for proper installation.
3 Operation below 50°F may affect light output 

or lamp operation – see “Low Temperature 
Starting” definition.

4   Typically 6 ft. with suitable ground plane, but 
varies by model and application – please 
contact ECS Application Engineering for 
information on longer applications.

Performance Guide

Specifications1,2

Ordering Guide

<10% THD Electronic T4 Compact Fluorescent Systems

OSRAM SYLVANIA National Customer Support Center
1-800-LIGHTBULB (1-800-544-4828)
www.sylvania.com

Input Rated2 Ballast Input System
Item * Voltage Lamp1 Lumens No. of Factor System Wattage Efficacy
Number Description3 (VAC) Type (lm) Lamps (BF) Lumens (W) (lm/W)

51670 QTP 1x13CF/120 BS
51702 QTP 1x13CF/120 QS 120 13W DD/E,T/E 900 1 1.00 900 16 56
51686 QTP 1x13CF/120 TS

51671 QTP 1x13CF/277 BS
51703 QTP 1x13CF/277 QS 277 13W DD/E,T/E 900 1 1.00 900 16 56
51687 QTP 1x13CF/277 TS

51672 QTP 2x13CF/120 BS
51704 QTP 2x13CF/120 QS 120 13W DD/E,T/E 900 2 1.03 1855 30 62
51688 QTP 2x13CF/120 TS

51673 QTP 2x13CF/277 BS
51705 QTP 2x13CF/277 QS 277 13W DD/E,T/E 900 2 1.03 1855 30 62
51689 QTP 2x13CF/277 TS

51674 QTP 1x18CF/120 BS
51706 QTP 1x18CF/120 QS 120 18W DD/E,T/E 1200 1 1.00 1200 21 57
51690 QTP 1x18CF/120 TS

51675 QTP 1x18CF/277 BS
51707 QTP 1x18CF/277 QS 277 18W DD/E,T/E 1200 1 1.02 1225 21 58
51691 QTP 1x18CF/277 TS

51676 QTP 2x18CF/120 BS
51708 QTP 2x18CF/120 QS 120 18W DD/E,T/E 1200 2 1.03 2470 41 60
51692 QTP 2x18CF/120 TS

51677 QTP 2x18CF/277 BS
51709 QTP 2x18CF/277 QS 277 18W DD/E,T/E 1200 2 1.05 2520 41 61
51693 QTP 2x18CF/277 TS

51678 QTP 1x26CF/120 BS
51710 QTP 1x26CF/120 QS 120 26W DD/E,T/E 1800 1 1.00 1800 29 62
51694 QTP 1x26CF/120 TS

51679 QTP 1x26CF/277 BS
51711 QTP 1x26CF/277 QS 277 26W DD/E,T/E 1800 1 1.00 1800 29 62
51695 QTP 1x26CF/277 TS

51680 QTP 2x26CF/120 BS
51712 QTP 2x26CF/120 QS 120 26W DD/E,T/E 1800 2 0.98 3530 54 65
51696 QTP 2x26CF/120 TS

51681 QTP 2x26CF/277 BS
51713 QTP 2x26CF/277 QS 277 26W DD/E,T/E 1800 2 0.98 3530 54 65
51697 QTP 2x26CF/277 TS

51682 QTP 1x32CF/120 BS
51714 QTP 1x32CF/120 QS 120 32W DT/E 2400 1 0.97 2330 36 65
51698 QTP 1x32CF/120 TS

51683 QTP 1x32CF/277 BS
51715 QTP 1x32CF/277 QS 277 32W DT/E 2400 1 0.97 2330 36 65
51699 QTP 1x32CF/277 TS

51684 QTP 1x42CF/120 BS
51716 QTP 1x42CF/120 QS 120 42W DT/E 3200 1 0.97 3105 45 69
51700 QTP 1x42CF/120 TS

51685 QTP 1x42CF/277 BS
51717 QTP 1x42CF/277 QS 277 42W DT/E 3200 1 0.97 3105 45 69
51701 QTP 1x42CF/277 TS

1 Also compatible with other manufacturers’ equivalent lamp types that meet ANSI standards.
2 Rated lamp lumens and performance data based on DULUX T/E lamps.
3 Data is for all three models within the brackets.
* All QTP models were formerly M1 or M2-CF-dedicated voltage series, see page 79 for cross reference.

Item Number 51680 QTP 2  x 26 CF/120 BS Case Type (Mounting Style)

QUICKTRONIC PROFESSIONAL Line Voltage

Number of Lamps (1, 2) Primary Lamp Wattage

System Life / Warranty

QUICKTRONIC products are covered by
our QUICK 60+ warranty, a compre-
hensive lamp and ballast system
warranty. For additional details, refer 
to our QUICK 60+ warranty bulletin.

Specifications subject to change
without notice.

CF Dedicated
Voltage
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